ULTRANVELD Lok =74

Materials, Tools & Accessories
UltraShot Controllers

o UltraShot is a patented copper drop-in cartridge that is consumed during the exothermic reaction process
initiated by either the DRONE or USCONTROLLER.

e Cartridge is consumed leaving no waste such as plastic or metal containers on the job site.

e Long lasting Ultra-reliable ignition process allows for little to no downtime.
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Approx. Each Wt. Approx. Each Wt.
(Ibs.) ' (Ibs.)
DRONE EA 1 USCONTROLLER EA 11
¢ Ignition is accomplished with the use of a hand ¢ Rugged long lasting 12-volt rechargeable battery
held DRONE and 18 volt battery. control unit ignites hundreds of connections on a single
Audible ignition alert. charge.
Makes over 1,300 connections on a single charge. ¢ Six-foot controller cord standard, 15-foot cord optional.

UltraBright LED indicates instantaneous ignition.
Includes six-foot cord with quick latch disconnect.

UltraShot Controller Accessories

DRONE & USCONTROLLER Cords

Part No. Description Qty G R

Wt. (Ibs.)
DRONECORD 6' Drone Cord EA 1/8
Drone Cord
DRONECORD15 15' Drone Cord EA 1/8
USLEAD6 6' Controller Cord EA 1/8
USLEAD15 15' Controller Cord EA 1/8

« Allows for flexibility in tight spaces as well as maintaining a safe distance
from the reaction.

Controller Cord
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